
 

 

 

 Se c uri ty  C a g e  Sy ste m  Fo r In te rf i t  Pro je c to r Bra c k e t 

Insta lla tion Instruc tions 
 
Thank you for purchasing a Screen Technics Security 
Cage System for the Interfit Projector Bracket, please 
ensure that you read the following instructions fully 
before attempting to install this product. 

 

These instruc tions a re only relevant for the Sec urity Cage System.  

Please follow these instruc tions to ensure trouble free operation  

·  The Sec urity Cage System is not suita b le for insta lla tion w ith the 142000A 
flush type Projec tor Bra c ket, the Sec urity Cage System requires a t lea st a  100mm of post length to 
underside of the c eiling for fitting . 

·  For a  full list of pa rts p lease refer to the a ttac hed  pa rts list. 

·  Unsc rew the threa d  rod  inserts from the movea ble uprights 

·  Insert 4 of the thread ed  rod  inserts through the c orner holes on the base p la te, c over 
the threa d ed  rods with 4 of the movea ble uprights. 

·  Line the threa ded  rod  and  movea ble upright assembly w ith the holes in top  p la te, using 
the sc rews a nd  a llen key tool supplied  fasten the assemb ly in p la c e in the four c orners.  

·  Onc e the 4 c orners ha ve been sec ured  turn the c a ge on its side a nd  c ontinue to insert 
the threa ded  rod  through the holes a nd  p la c e the uprights over the rod s a s in the 
p revious step  in a n even pa ttern, lea ving  a  ga p  a t the ba c k of the c a ge to a llow the p rojec tor to be 
fitted  to the c age.  

·  Make sure tha t the sc rews a re only finger tight until a ll the uprights a re in p lac e.  

·  Onc e a ll the uprights required  a re in p la c e tighten a ll the sc rews. 

·  Onc e the sec urity c age has been c onstruc ted  remove the c lamp c olla r (p ic tured ) 
from the top  p la te of the sec urity c age. To remove the c la mp c olla r p lease unsc rew 
the tw o sc rews loc a ted  on either side of the c olla r. (shown in p ic ture)  

If this is a  new insta lla tion p lease re fer to the instruc tion inc lud ed  with the Interfit Projec tor Brac ktet 
before c ontinuing  with the below instruc tions, for a ll existing  insta lla tions p lease follow  the below  instruc tions. 

 

·  You w ill need  to a ttac h the c la mp c olla r to the projec tor b ra c ket extension pole, to d o this you will 
need  to remove the sp ider a rm assembly hold ing  your p rojec tor a nd  remove the gold  remova ble 
thread ed  ring  a ttac hed  to  the bottom of the pole by removing  the 6 sc rews. (Pic tured  right) 

·  Slid e the extension post through the c lamp c olla r, onc e the c lamp c olla r is in position rea tta c h the 
gold  remova b le thread ed  head  ring . 

·  Onc e you have determined  the a mount of pole tha t you require  to p rotrude into the 
sec urity c a ge a llowing  for the p rojec tor a nd  the sp ider a rm to be insta lled  into the 
sec urity c age without a ny d iffic ultly, tighten the 3 g rub  sc rews on the outside of the 
c lamp c olla r. Please ma ke sure tha t you tighten eac h sc rew a  sma ll a mount a t a  time 
a nd  c ontinue to tighten a ll 3 sc rews in a  even pa ttern. This should  p revent a ny of the 
sc rews being  over tighten and  will ensure tha t the pole is mounted  c entra lly into the 
c lamp c olla r. 



 

·  Rea ttac h the sp id er a rm assembly to the extension post. 

·  Onc e you ha ve a tta c hed  the c lamp c olla r to the p rojec tor b ra c ket extension post you will need  to 
a tta c h the sec urity c age to the c la mp c olla r.  

·  To a ttac h the sec urity c age to the c lamp c olla r you will need  to slid e the sec urity c age over the 
sp ider a rm assembly, p rojec tor and  extension post. Onc e you ha ve the sec urity c age in p lac e you 
will need  to line up the holes in the c lamp c olla r w ith the c ut out in the L sha pe b ra c kets (p ic tured ). 
Threa d  the sc rews through the c ut out and  into the c lamp c olla r and  tighten the sc rews.  

·  If you need  to a lign your sec urity c a ge with your p rojec tor p lease loosen the two sc rews hold ing  the 
c lamp c olla r, this w ill a llow  you to tilt the sec urity c age a nd  a lign the c age with your p rojec tor. Onc e 
you ha ve the c a ge in the c orrec t position tighten both sc rews and  the tilt will be loc ked  into p lac e. 

·  Onc e the p rojec tor a nd  sec urity c age has been positioned  c orrec tly insert the rema ining  two 
thread ed  rod  a nd  movea ble upright a ssembly a nd  sc rew them into p lac e.  

·  If a ny of the uprights in the sec urity c age a re interfering  with the lens or c a b ling  you c a n 
remove the uprights by unsc rewing the sc rews on the top  of the sec urity c age a nd  
removing the thread ed  rod  a nd  upright c overs. 

·  For a  p rofessiona l finish you c a n utilise Bla nk Hole c a ps to fill a ny holes you ma y ha ve in 
the sec urity c a ges top  a nd  bottom p la tes from removing  a ny of the uprights. 

·  Plea se c hec k a ll sc rews to make sure tha t they ha ve been tightened   

·  Slid e the sec urity top  p la te into  position on the sec urity c age a nd  loc k into position w ith 
pa d loc k (supp lied  sepa ra tely)  

 

 

 

Should  you have any questions rega rd ing the insta lla tion of our p rojec tion sc reens p lease 
c a ll our tec hnic a l sa les desk on +61 2 4869 2100 for assistanc e. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



I In te rf i t  Se c uri ty  C a g e  – Pa rts List  
 

 Sec urity Cage System is supp lied  a s a fla t pac k and  the following  items a re inc luded  in the box: 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

12 x Movea ble Uprights w ith threa d ed  rod  
inserts inc lud ing  sc rews. 

 

 

 

 

Base Pla te 

2 x la rge b la nk hole c a ps and  2 x sma ll b la nk 
hole c a ps. 

Top  p la te inc lud ing c la mp system 
for p rojec tor b ra c ket. 

Spec ia lised  a llen key for assembly and  
sma ll a lley key. 

Sec urity c over p la te inc lud ing  pa d loc k hole. 


